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Abstract 
To investigate the fundamental characteristic and construction of the liquid surface evapora-
ting combustion， we measured mainly the fuel consumption， the distribution and maximum value 
of combustion flame temperature， and the flame height and took photographs of the flame-shape 
and sketched the construction of the combustion flarne. These experiments are carried out with 
the liquid surface combuster changing the velocity and the temperature of supplied air， the 
diameter of the combustion cup， the velocity of the side air丑ow.
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表-2
d 53mmゆ 40mmqi 30mmqi 20mmゆ










































熱することが考えられる。かかる観点から，強制送風空気を 400Cから 200Cおきに 100DCま






























































Q 1-Iu.7f (Vf-VfO) k (Vf-VfO) 






































































日) 横風流速 v"o~lm/s (IXI-12 (a); 






























































































(J-，，)を求め， 両者の比 (L，/Llを横風流速 ('l}/i川こついてプロッ卜してみると図-17となる。デ
ーターはかなりばらついているものの，LdLとτ)11， との間には直線的関係が成り-v:つことがわ














































































































111・3-2 燃焼速度 (Vf)及び火炎温度 (t.明)








b) '0α=1 m/s~3 m/s (図 19~ 凶-21)


























































炎の傾き (L，/L)は横風流速い'liと直線的比例関係にある。これは point-SourceTheory 
から得られた結果と定性的によく一致する。







1) 沢・;iA;: 室工大研報. Vol. 6， No. 3， 327 (1969). 
2) V. I. Blinov: Acad. Nauk. SSSR Doklady 113， 1094 (1957i. 
3) H. L. De Ris: 11th Symposium on Combustion (1966). 
4) Abbott A. Putnam: 10th Symposium on Combustion， 1039 ¥1965) 
(196) 
